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Solids such as ores, tar sands or fly ashes are transported in 
slurry pipelines over many kilometers. These are solid media 
with a small grain size that are either dry or mixed with liquids, 
mostly water. Depending on their corrosive effect, a variety of 
pipe designs are suitable for transporting these abrasive media: 

	– pipes with an abrasion-resistant lining

	– pipes made from abrasion-resistant steels

The abrasion-resistant lining is made from polyurethane resin. 
Pipes with this lining are offered in cooperation with Roplast 
GmbH, a subsidiary of Rosen GmbH based in Lingen, Germany.  

Ap p l ica t ions
 
Abrasion-resistant pipes can be found in a wide variety 
of applications: 

	– Tar sand production

	– Ore transportation

	– Fly ash transportation

The pipe connections used are predominantly mechanical, 
such as flange or coupling joints. Given the abrasive medium 
and corrosive environment, gaps should be avoided. Specifica- 
tions concerning the tolerances at the pipe ends can be taken 
into account. The design of the connections allows the pipe  
to be rotated. In addition, pipe routing can be easily modified.

An application example can be viewed at the following link: 
www.rosen-group.com/global/solutions/industry- 
case-studies/mining/kouribgas-slurry-pipe.html

The lining can be adapted to the medium and operating
conditions involved. For media with slight or no corrosive 
effect, steels with appropriate abrasion resistance 
are available. 
 
The overleaf material datasheet provides information  
about the abrasion-resistant material Dura L.
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Internal 
lining surface

Steel Polyurethane (PUR)

Product  p roper t ies
 
The measures for increasing abrasion resistance ensure a longer 
service life compared to standard pipe designs. Smooth surfaces 
provide for increased production as well as reducing pump output 
and the associated energy consumption. Lined pipe can be cold 
bent, the permissible bending radius being about 40 times the 
outside diameter.

The results of the abrasion test to ASTM G75 confirm the outstand-
ing properties of polyurethane linings. For example, Rocoat 
proves extremely resistant compared to alloyed steels. In terms 
of resistance, Rocoat 3000 is comparable to the aluminum oxide 
layers (Al2O3-APS) applied using a plasma process, or the chromi-
um-carbide-based ceramic layers (Cr3C2-NiCr-HVOF) applied by 
high-speed flame spraying.

Coupling for grooved pipe
Flange connection 
for a T-piece

Composite structure: Steel pipe with polyurethane lining
(Rocoat 3000)
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Do you need further 
information? 
Please contact me!


